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N this catalogue are shown the results of 

seventy-five years’ practical experience in 
the manufacture of presses for Embossing, 
Smashing, Inking, Leather Graining and 
Smooth Plating. This has enabled us to 
specialize these machines. 

A thorough knowledge has caused us to in- 
corporate in the general construction of our 
presses many minor details, which add greatly 
to the value of a machine. We use only 
skilled labor and best material. 

Special attention is called to the fact that 
all rods used in our presses are made of 
open-hearth steel. Only cut gears, steel 
pinions, steel cams and_ phosphor - bronze 
bearings and journals are used. 

A partial list of the users of our presses 
will be found on the following page. We 
refer to them as believers in our presses. 


T. W. & C. B. SHERIDAN CO. 


A FEW USERS OF SHERIDAN PRESSES 


American Colortype Co. Mehl Sons, John 

American Hide & Leather Co. Methodist Book Concern 

American Lithograph Co. McLoughlin Brothers 

Beggs & Cobb National Blank Book Co. 

Birge & Sons Co., M. H. Nelson & Sons, Thomas 

Boorum & Pease Co. Neuman, R. 

Boston Bookbinding Co. Pfister & Vogel Leather Co. 
Braunworth & Co. Rai Salib Gulab Singh & Sons, Lahore 
British Pluviusin Co., Manchester Russell & Sons, Thomas 

Brooklyn Daily Eagle Sackett & Wilhelms Lithograph Co. 
Calvert Litho. Co. Simpson & Doeller 

Campbell Wall Paper Co. Spaulding & Sons Co., J. 

Forbes Lithograph Mfg. Co. Stecher Lithograph Co. 
Gerlach-Barklow Co. Steiner Sons & Co., William 

Graves & Co., Robert Tapley Co., J. F. 

Harper & Brothers The DeVinne Press 

Hartman, Robert The Morrill Press 

Heywood, Strasser & Voigt Litho. Co. Trautman, Bailey & Blampey 
Illustrated Postal Card and Novelty Co. Trow Directory. Printing and Binding Co. 
International Textbook Co. Vernon, 8S. E. & M. 

Janeway & Carpenter Co. Walcutt Brothers 

Karle Lithographic Co. Walker-Longfellow Company 
Ketterlinus Lithograph Mfg. Co. Weil’s Sons Co., David 

Komarow, A. J. Whitney Co., George C. 

Lawrence Co., A. C. Williams & Company 

Lehman & Company Winston Co., John C. 


Maryland Color Printing Co. Wolff, H. 


N addition to the presses as shown in this 

catalogue, we are manufacturers of a full 
and complete line of bookbinders’ machinery, 
including paper cutters, book trimmers, die 
cutting presses, rotary board cutters, circular 
and straight shears, knife grinders, pinking 
machines, job backers, roller backers, case- 
making machines, automatic book - covering 
machines, Perfect binders, gathering machines, 
casing-in machines, signature presses, book- 
sewing machines, punching machines, standing 
presses, case smoothers, round corner cutters, 
beveling machines, lace curtain presses, cloth 
slitters and glue heaters. 

We are selling agents for cherry boards, brass 
bound boards, ruling machines, rounder and 
backers, wire stitchers, paging and numbering 
machines, perforating machines, eyeletting ma- 
chines, and can furnish a complete bindery out- 
fit on short notice. 

Please note that our machines as noted above 
are not by any means confined to printers’ or 
bookbinders’ use. ‘They are adapted to and are 
in general use in many trades and businesses. 

If you are in need of machinery of any kind, 
consult with us, and we shall gladly give you the 
benefit of our nearly three-quarters of a century 
of practical experience in the manufacture of 
machinery. 


Floor space, 112’ x 90” 
Total weight, 60,000 Ibs. 
Weight of base, 14,000 lbs. 
Height, 114” 

Space between rods, 58%6” 
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No. 10 PRESS, HEAD 54” x 36” 


Diameter of rods, 41546’ 
Bed, 57” x 36” 

Rise and fall, 2” 

Limit of adjustment, %6/ 
Pulleys, 20” x 6” 


Speed, 10 impressions, 293 r.p.m. 
Style gearing, double compound 
Ratio of gearing, 29% to 1 
Horsepower, 15 to 20 
Throw-off, automatic 


Floor space, 100” x 77%’ 
Total weight, 28,000 lbs. 

Weight of base, 6,900 Ibs. 
Height, 92” 

Space between rods, 52// 
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No. 8E PRESS, HEAD 48” x 26” 


Diameter of rods, 4%6// 
Bed, 4842" x 28” 

Rise and fall, 244” 

Limit of adjustment, 4/ 
Pulleys, 1942” x 5” 


Speed, 12 impressions, 257 r.p.m. 
Style gearing, single compound 
Ratio of gearing, 21%% to 1 
Horsepower, 71 

Throw-off, automatic 


We also build in same style our 9A press, with head 54” x 26”. 
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No. 6B PRESS, HEAD 27” x 40” 


Floor space, 88” x 73%’ 
Total weight, 24,200 lbs. 
Weight of base, 6,100 lbs. 
Height, 84” 


Space between rods, 32°16’ 


Diameter of rods, 3146’ 


Bed, 27” x 40” 
Rise and fall, 3” 


Limit of adjustment, “6” 
Pulleys, 20” x 5%’ 


Speed, 12 impressions, 380 r.p.m. 
Style gearing, single compound 
Ratio of gearing, 3173 to 1 
Horsepower, 5 

Throw-off, automatic 
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No. 5 PRESS, HEAD 24” x 22” 


C-O-M-P A N-Y 


Fioor space, 6742” x 46” Diameter of rods, 31%46/ Speed, 16 impressions, 400 r.p.m. 
Total weight, 13,500 Ibs. Bed, 31” x 22” Style gearing, single compound 
Weight of base, 3,300 Ibs. Rise and fall, 234/” Ratio of gearing, 25 to 1 
Height, 84” Limit of adjustment, 38// Horsepower, 3 

Space between rods, 32516 — Pulleys, 16” x 34%’ Throw-off, automatic 


We also build in same style our 5A press, with head 274 


ple OOM. 


Floor space, 7742” x 69142” 


Total weight, 14,500 Ibs. 


Weight of base, 3,300 Ibs. 
Height, 84” 
Space between rods, 33%6// 
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No. 5B PRESS, HEAD 24” x 22” 


Equipped with automatic sliding-plate 


Diameter of rods, 3146” 
Bed, 31” x 22” 

Rise and fall, 2%” 

Limit of adjustment, 98” 
Pulleys, 16” x 3%” 


Speed, 20 impressions, 500 r.p.m. 
Style gearing, single compound 
Ratio of gearing, 25 to 1 


Horsepower, 3 
Sheets, 24/” x 24” 


We also build in same style our 5C press, with head 2742” x 22”, to take sheets 2772” x 24”, 
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No. 4 PRESS, HEAD 18” x 14” 


Floor space, 57’ x 36” Diameter of rods, 3!%6” 
Total weight, 6,400 Ibs. Bed, 2114” x 14” 

Weight of base, 1,300 Ibs. Rise and fall, 2%” 
Height, 72” Limit of adjustment, “6 


Space between rods, 27%6” — Pulleys, 14” x 296” 


Speed, 18 impressions, 378 r.p.m. 
Style gearing, single compound 
Ratio of gearing, 21 to 1 
Horsepower, 2 

Throw-off, automatic 


We also build in same style our 4A press, equipped with automatic sliding plate, to 


take sheets 20%” x 1542’, 


11 


We: & C . B. SH 4 RT Dp: A UN COM Pi AcoN-Y 


No. 8D PRESS, HEAD 46” x 33” 


Our 8D press is the fastest practical embosser manufactured, and is equipped with a con- 
tinuous feed. 

An automatic device locks the gripper bar to which the sheet is fed. It is again auto- 
matically locked when the sheet is in the press, thus ensuring perfect register, the chain simply 
acting as a carrier to the continuous feed. 
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Floor space, 954” x 172” 
Total weight, 29,700 Ibs. 
Weight of base, 6,900 Ibs. 
Height, 92” 

Space between rods, 51%6// 
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No. 8D PRESS, REAR VIEW 


Diameter of rods, 3!%6// 
Bed, 46” x 33” 

Rise and fall, 212’ 
Limit of adjustment, 1%” 
Pulleys, 1942” x 5” 


Speed, 20 impressions, 428 r.p.m. 
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Style gearing, single compound 
Ratio of gearing, 21% to 1 


Horsepower, 712 
Sheets, 46” x 35/ 
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BOOKBINDERS’ PRESSES 


HROUGHOUT the trade our book- 

binders’ presses are known as the stand- 
ard machines for embossing, inking and 
smashing. 

Special attention 1s called to our 11B press. 
The inking device of this machine 1s entirely 
new. ‘The distribution of ink and size of roller 
permit a large case being inked with a single 
stroke, and will give a fine, uniform distribution 
over the entire surface. 
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No. 138 PRESS, HEAD 26” x 36” 


Equipped with automatic sliding-plate 


Floor space, 73’ x 116” Diameter of rods, 3%6// Speed, 14 impressions, 289 r.p.m. 
Total weight, 17,800 lbs. Bed, 26” x 36” — Style gearing, double compound 
Weight of base, 3,460 lbs. Rise and fall, 2” Ratio of gearing, 20% to 1 
Height, 774" Limit of adjustment, %/ Horsepower, 5 

Space between rods, 291%46// Pulleys, 20” x 4%” Sheets, 2534” x 36%’ 


We also build in same style our 15B press, equipped with automatic sliding-plate, to 
take sheets 2894” x 4142”, 
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No. 11B PRESS-INKER, HEAD 22” x 20” 


We also build in same size our 11A press, without the inking attachment. This press 
can be equipped with a head 22” x 24’. Specifications as follows: 


Floor space, 5642’ x 72” Diameter of rods, 3°46’ Speed, 25 impressions, 170 r.p.m. 
Total weight, 11,3800 Ibs. Bed, 22” x 24” Style gearing, single 

Weight of base, 2,240 lbs. Rise and fall, 258// Ratio of gearing, 6% to 1 
Height, 7642// Limit of adjustment, 7%” Horsepower, 3 

Space between rods, 261%6” — Pulleys, 28/’ x 4%’ Throw-off, automatic 
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No. 11B PRESS-INKER, REAR VIEW 


Floor space, 59’ x 78’ 
Total weight, 11,500 lbs. 
Weight of base, 2,240 lbs. 
Height, 76%’ 

Space between rods, 26!%46// 


Diameter of rods, 3%6// 
Bed, 22” x 20” 

Rise and fall, 258’ 

Limit of adjustment, 7%’ 
Pulleys, 28/ x 4%’ 
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Speed, 17 impressions, 116 r.p.m. 
Style gearing, single 

Ratio of gearing, 6% to 1 
Horsepower, 3 

Throw-off, automatic 


Floor space, 5612” x 84’ 
Total weight, 11,700 lbs. 
Weight of base, 2,240 lbs. 
Height, 764” 


Space between rods, 261346” 
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No. 11 PRESS, HEAD 22” x 24” 


Equipped with automatic sliding-plate 


Diameter of rods, 3°46” 
Bed, 22” x 24” 

Rise and fall, 258” 
Limit of adjustment, 7%/ 
Pulleys, 28” x 440” 
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Speed, 17 impressions, 116 r.p.m. 
Style gearing, single 

Ratio of gearing, 6% to 1 
Horsepower, 3 

Sheet, 2134” x 251” 
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No. 19 PRESS-SMASHER, HEAD 20” x 18” 


Floor space, 54/’ x 68” 
Total weight, 9,700 lbs. 
Weight of base, 2,010 lbs. 
Height, 78/ 


Space between rods, 23%6/ 


Diameter of rods, 3%6// 
Bed, 20” x 18” 

Rise and fall, 312’ 

Limit of adjustment, 7%’ 
Pulleys, 28” x 412” 
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Speed, 25 impressions, 170 r.p.m. 
Style gearing, single : 
Ratio of gearing, 6% to 1 
Horsepower, 3 


Floor space, 40/ x 40/ 
Total weight, 2,300 Ibs. 
Weight of base, 244 Ibs. 
Height, 82” 

Space between rods, 22546’ 
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No. 2A PRESS, HEAD 15” x 11” 


Diameter of rods, 2%6/ 
Bed, 19%” x 16” 
Rise and fall, 7%” 
Limit of adjustment, 2” 
Pulleys, 14” x 3” 
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Speed, 25 impressions, 100 r.p.m. 
Style gearing, single 

Ratio of gearing, 4 to 1 
Horsepower, 1% 

Throw-off, automatic 
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No. 2 HAND-LEVER PRESS, HEAD 15” x 11” 


Floor space, 38// x 32/ Height, 82” Bed, 191%” x 16” 
Total weight, 1,900 Ibs. Space between rods, 22%6’’ Rise and fall, 7” 
Weight of base, 244 lbs. Diameter of rods, 2%6// Limit of adjustment, 2” 


We also build in same style our No. 3 press, with head 24’ x 24’. 
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No. 1 BENCH PRESS, HEAD 11” x 7” 


Floor space, 32’ x 22/ Bed, 1934” x 18” Space between rods, 20” 
Total weight, 700 lbs. Rise and fall, 1” Limit of adjustment, 1/ 


The size head given above is what we carry in stock, but we can equip this press 
with other size heads to order. 
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OR a number of years our arch presses 

have been known as the most useful and 
economical machines for embossing, inking and 
smashing. Without doubt, they are the best 
of their type. 

The present machines have been greatly 
improved, and are modern in every way. 
They are as nearly perfect as our long expert- 
ence, combined with the most intelligent 
criticisms and suggestions from the users, can 
make them. 


=: & C. ee So H Bee 


No. 5 ARCH EMBOSSER, HEAD 18” x 15” 


Floor space, 58/ x 64/ 

Total weight, 7,200 lbs. 
Weight of arch, 3,300 lbs. 
Space between uprights, 2358’ 
Rise and fall, 312” 

Minimum opening, 7’ 


Wedge adjustment, 5’ 
Ratio of gearing, 4 to 1 
Pulley, 28” x 4%” 


Speed, 37 impressions, 150 r.p.m. 


Horsepower, 3 


No. 5 ARCH SMASHER, PLATE 20” x 15” 


Floor space, 58’ x 64” 

Total weight, 7,000 Ibs. 
Weight of arch, 3,300 Ibs. 
Space between uprights, 2358// 
Rise and fall, 3%’ 


Minimum opening, 44’ 


Wedge adjustment, 5%” 
Ratio of gearing, 4 to 1 
Pulley, 28” x 4% 


Speed, 37 impressions, 150 r.p.m. 


Horsepower, 3 


No. 5 ARCH INKER, HEAD 18” x 15” 


Floor space, 60” x 80” 

Total weight, 7,600 lbs. 
Weight of arch, 3,300 lbs. 
Space between uprights, 2358/ 
Rise and fall, 34// 


Minimum opening, 7%’ 


Wedge adjustment, 9s’ 
Ratio of gearing, 4 to 1 
Pulley, 28” x 4%” 


Speed, 37 impressions, 150 r.p.m. 


Horsepower, 3 
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No. 5 ARCH INKER, HEAD 18” x 15” 
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No. 4 ARCH EMBOSSER, HEAD 16% x 14” 


Floor space, 54” x 66” 

Total weight, 6,460 lbs. 
Weight of arch, 2,600 lbs. 
Space between uprights, 2642” 
Rise and fall, 3” 


Minimum opening, 1” 


Wedge adjustment, %8/ 

Ratio of gearing, 4 to 1 

Pulley, 24” x 442” 

Speed, 37 impressions, 150 r.p.m. 
Horsepower, 2! 


No. 4 ARCH SMASHER, PLATE 20” x 14” 


Floor space, 54’ x 66” 

Total weight, 6,300 Ibs. 
Weight of arch, 2,600 lbs. 
Space between uprights, 261” 
Rise and fall, 3” 


Minimum opening, 27’ 


Wedge adjustment, 5%” 

Ratio of gearing, 4 to 1 

Pulley, 24” x 414” 

Speed, 37 impressions, 150 r.p.m. 
Horsepower, 21 


No. 4 ARCH INKER, HEAD 16%" x 14” 


Floor space, 56/’ x 80” 

Total weight, 6,900 Ibs. 
Weight of arch, 2,600 lbs. 
Space between uprights, 2642’ 
Rise and fall, 3” 


Minimum opening, 1” 
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Wedge adjustment, %/ 

Ratio of gearing, 4 to 1 

Pulley, 24” x 4%” 

Speed, 37 impressions, 150 r.p.m. 
Horsepower, 21 
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No. 4 ARCH EMBOSSER, HEAD 161%” x 14” 
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No. 3 ARCH EMBOSSER, HEAD 15” x 13” 


Floor space, 53” x 64/ 
Total weight, 4,100 lbs. 
Weight of arch, 1,400 lbs. 
Space between uprights, 22/ 
Rise and fall, 3” 

Minimum opening, 1// 


Wedge adjustment, 5%/ 
Ratio of gearing, 454s to 1 
Pulley, 21%” x 414” 
Speed, 35 impressions, 150 r.p.m. 
Horsepower, 2 


No. 3 ARCH SMASHER, PLATE 15” x 13” 


Floor space, 53” x 64” 

Total weight, 4,100 Ibs. 
Weight of arch, 1,400 Ibs. 
Space between uprights, 22” 
Rise and fall, 3” 


Minimum opening, 3” 


Wedge adjustment, 56’ 

Ratio of gearing, 454s to 1 
Pulley, 2142” x 444” 

Speed, 35 impressions, 150 r.p.m. 
Horsepower, 2 


No. 3 ARCH INKER, HEAD 15” x 13” 


Floor space, 53// x 80’ 

Total weight, 5,000 Ibs. 
Weight of arch, 1,400 lbs. 
Space between uprights, 22/ 
Rise and fall, 3” 


Minimum opening, 1’ 
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Wedge adjustment, 56’ 

Ratio of pee 4°8 to 1 
Pulley, 2144” x 444” 

Speed, im impressions, 150 r.p m. 
Horsepower, 2 
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No. 3 ARCH EMBOSSER, HEAD 15” x 13” 
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No. 2 ARCH EMBOSSER, HEAD 15” x 11” 


Floor space, 54/ x 54” 

Total weight, 3,400 Ibs. 
Weight of arch, 1,570 Ibs. 
Space between uprights, 2114” 
Rise and fall, 2” 


Minimum opening, %4/ 
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Wedge adjustment. 1%6// 


Ratio of gearing, 443 to 1 


Pulley, 19” x 3%” 
Speed, 32 impressions, 150 r.p.m. 
Horsepower, | 


The Morrill Press, Fulton, N. Y. 
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